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Resistance & 
slendeRness
The pure lines of SILIUM combine technology, ergonomics and style while providing the 

strength of a metal frame.
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POLYCARBONATE - 2.3 MM

7 - CURVED

BRASS/TPR/TPE - HALF FRAME

L E N S F O A M

C U R V E S T R A P

O P T I O N A LF R A M E

G E N E R A L  S P E C I F I C A T I O N S

C L E A N I N G :  The lenses should be cleaned regularly. Bollé Safety recommends only 
using the B-clean lens cleaning system.

M A I N T E N A N C E :  Pitted, scratched or damaged lenses must be replaced by replacing 
the complete product. If the frame is damaged also replace the complete product. After 
each use it is recommended to keep the spectacles or goggles in a microfiber pouch or 
rigid case.

S T O R A G E :  All products must be stored in a dry and clean environment.

 C L E A N I N G  &  S T O R A G E

S I L I U M

USE VERSION REFERENCE LENS MARKING FRAME MARKING COATING STANDARD

 SILPSI 2-1.2  1 FT  EN166 FT   EN166 - EN170

 SILPSF 5-2.5  1 FT  EN166 FT   EN166 - EN172

BOLLÉ SAFETY PRODUCT APPROVAL CERTIFICATES TO    STANDARDS WILL BE SENT ON REQUEST. 

P A C K A G I N G  &  E A N 1 3  C O D E

SINGLE:
Size: 27 x 11 x 4.5 mm

INNER BOX: 
Size: 24x18x9 cm 

Weight: 0.63 g

OUTER PACK:
Size: 60 x 50 x 37 cm 

Weight: 16.3 kg

3660740002954 3 660 740 102 951  - 10 pcs 3 660 740 202 958  - 240 pcs

3660740002961 3660740102968  - 10 pcs 3660740202965  - 240 pcs

CUSTOM CODE: 9004909000
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